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DEPTH SENSING APPARATUS AND METHOD

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the priority benefit of Korean
Patent Application No. 10-2010-0088026, filed on Sep. 8,
2010, in the Korean Intellectual Property Office, the disclo-
sure of which is incorporated herein by reference.

BACKGROUND

1. Field

One or more example embodiments of the present disclo-
sure relate to a depth sensing apparatus and method that may
acquire a depth image of a target object, and more particu-
larly, to a depth sensing apparatus and method that may
overcome an error in sensing a depth value occurring due to
background light of an object.

2. Description of the Related Art

A method of obtaining distance information from a sensor
to an object may generally be classified into an active method
and a passive method.

The passive method may be configured by a stereo camera
according to a scheme of calculating a distance from an object
using only image information instead of emitting light.

The active method may be configured according to a trian-
gulation scheme of calculating a distance using a time of
flight (TOF) and a triangulation. The TOF may measure a
travel time of light by emitting the light towards an object and
sensing the light reflected from the object, and the triangula-
tion may sense a position of reflected light, the light being
emitted by a laser positioned within a predetermined distance
from a sensor.

In the case of the active method, since the light is directly
emitted, it is possible to acquire a distance value in all the
pixels of a sensor and thus, it is possible to provide a dense
depth map. However, when background light is strong, dis-
tortion may occur in a depth value because both the emitted
light and the background light enter the sensor.

In addition, in the case of the active method, an error may
occur. For example, since a pixel is saturated due to the
background light, an accurate depth value may not be
obtained.

SUMMARY

The foregoing and/or other aspects are achieved by provid-
ing a depth sensing apparatus, including a controller to reset,
to areference voltage value, a voltage of each of a first floating
diffusion node and a second floating diffusion node of a
sensor pixel for a first time period, to control the first floating
diffusion node to store a voltage of a photodiode in a first
phase interval for a second time period, and to control the
second floating diffusion node to store the voltage of the
photodiode in a second phase interval for the second time
period, and a calculator to calculate a difference between the
voltage of the first floating diffusion node and the voltage of
the second floating diffusion node for a third time period.

For the first time period, the controller may reset, to the
reference voltage value, the voltage of each of the first float-
ing diffusion node and the second floating diffusion node by
shorting an output node of a correlated double sampling
(CDS) amplifier of a sensor column from the first floating
diffusion node and the second floating diffusion node.
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For the second time period, the controller may adjust a
length of the second time period so that the first floating
diffusion node and the second floating diffusion node are not
saturated.

For the third time period, the controller may store the
voltage of the first floating diffusion node in a sampling
capacitor in a state where a CDS amplifier of a sensor column
is reset, and then store the voltage of the second floating
diffusion node in the sampling capacitor in a state where the
CDS amplifier is not reset.

The calculator may calculate the difference between the
voltage of the first floating diffusion node and the voltage of
the second floating diffusion node using a voltage feedback
from the CDS amplifier, after the voltage of the second float-
ing diffusion node is stored in the sampling capacitor by the
controller.

When the calculator calculates the difference between the
voltage of the first floating diffusion node and the voltage of
the second floating diffusion node, an effect of background
light received by the photodiode for the second time period
may be eliminated.

A difference between the first phase interval and the second
phase interval may be set to be 180 degrees.

The photodiode may be configured as a pinned photodiode
or a photogate.

The foregoing and/or other aspects are achieved by provid-
ing a depth sensing method, including resetting, to a reference
voltage value, a voltage of each of a first floating diffusion
node and a second floating diffusion node of'a sensor pixel for
afirst time period, controlling the first floating diffusion node
to store a voltage of a photodiode in a first phase interval for
a second time period, and controlling the second floating
diffusion node to store the voltage of the photodiode in a
second phase interval for the second time period, and calcu-
lating a difference between the voltage of the first floating
diffusion node and the voltage of the second floating diffusion
node for a third time period.

The foregoing and/or other aspects are achieved by provid-
ing a depth camera having a depth sensing apparatus. The
camera includes a light emitter to emit light according to a
control signal, a sensor pixel including a photodiode, a first
floating diffusion node and a second floating diffusion node,
a controller to reset, to a reference voltage value, a voltage of
each of the first floating diffusion node and the second float-
ing diffusion node for a first time period, to control the first
floating diffusion node to store a voltage of the photodiode in
a first phase interval for a second time period, and to control
the second floating diffusion node to store the voltage of the
photodiode in a second phase interval for the second time
period, and a calculator to calculate the depth value by cal-
culating a difference between the voltage of the first floating
diffusion node and the voltage of the second floating diffusion
node for a third time period.

In the depth sensing camera, the first period, the second
period, and the third period are consecutive and correspond
respectively to a reset period, an integration period, and a
reduction period.

In the depth sensing camera, a difference between the first
phase interval and the second phase interval is 180 degrees
and wherein after the reduction period is terminated, an out-
put voltage is stored in the first floating diffusion node and the
reference voltage value is stored in the second floating diffu-
sion node.

The foregoing and/or other aspects are achieved by provid-
ing a depth sensing method in a depth sensing camera having
a light emitter, a sensor pixel including a photodiode, a first
floating diffusion node, a second floating diffusion node, and
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a controller. The depth sensing method includes resetting, for
a first time period, a voltage of each of the first floating
diffusion node and the second floating diffusion node, storing
avoltage of the photodiode in a first phase interval in the first
floating diffusion node for a second time period, storing the
voltage of the photodiode in a second phase interval in the
second floating diffusion node for the second time period,
storing the voltage of the first floating diffusion node in a
sampling capacitor for a first portion of a third time period,
transferring the voltage of the first floating diffusion node to
a feedback capacitor, storing the voltage of the second float-
ing diffusion node in the sampling capacitor for a second
portion of the third time period, and calculating a difference
between the voltage of the first floating diffusion node and the
voltage of the second floating diffusion node for the third time
period, thereby eliminating an effect of background light
received by the photodiode.

In the depth sensing method, the first period, the second
period, and the third period are consecutive and correspond
respectively to a reset period, an integration period, and a
reduction period.

In the depth sensing method, a difference between the first
phase interval and the second phase interval is 180 degrees
and wherein after the reduction period is terminated, an out-
put voltage is stored in the first floating diffusion node and the
reference voltage value is stored in the second floating diffu-
sion node.

The foregoing and/or other aspects are achieved by provid-
ing a depth camera having a depth sensing apparatus. The
camera includes a light emitter to emit light according to a
control signal, a sensor pixel including a photodiode, a first
floating diffusion node and a second floating diffusion node,
a controller to eliminate distortion of a depth value occurring
due to background light by controlling timing of light emitted
from the light emitter by way of the control signal to perform
active depth sensing and to control the sensor pixel by storing
voltages of the photodiode at different phase intervals and at
different time periods in the first and second floating diffusion
nodes, and a calculator to calculate the depth value by calcu-
lating a difference between a voltage of the first floating
diffusion node and a voltage of the second floating diffusion
node for a predetermined time period, thereby eliminating an
effect of background light received by the photodiode.

Additional aspects of embodiments will be set forth in part
in the description which follows and, in part, will be apparent
from the description, or may be learned by practice of the
disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

These and/or other aspects will become apparent and more
readily appreciated from the following description of
embodiments, taken in conjunction with the accompanying
drawings of which:

FIG. 1 illustrates a depth sensing apparatus according to
example embodiments;

FIG. 2 illustrates a configuration of a depth camera set
including a depth sensing apparatus according to example
embodiments;

FIG. 3 illustrates a configuration of a depth sensing pixel
and column unit driven by a depth sensing method according
to example embodiments;

FIG. 4 illustrates a signal diagram of a controller of a depth
sensing apparatus to control an infrared (IR) emitting diode
(LED) and various types of transistors within a column or a
pixel of FIG. 3 according to example embodiments;
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FIG. 5 illustrates a process of resetting floating diffusion
nodes within a sensor pixel for a first time period by a depth
sensing method according to example embodiments;

FIG. 6 illustrates a process of storing voltages of different
phase intervals in floating diffusion nodes within a sensor
pixel for a second time period by a depth sensing method
according to example embodiments;

FIG. 7 illustrates a process of storing a voltage of a first
floating diffusion node within a sensor pixel in a sampling
capacitor for a first part of a third time period by a depth
sensing method according to example embodiments;

FIG. 8 illustrates a process of transferring the voltage of the
first floating diffusion node to a feedback capacitor and then
storing a voltage of a second floating diffusion node within
the sensor pixel in the sampling capacitor for a latter part of
the third time period by a depth sensing method according to
example embodiments;

FIG. 9 illustrates a process of repeating the second time
period after the third time period by a depth sensing method
according to example embodiments;

FIG. 10 illustrates a case where the second time period and
the third time period are repeated n times by a depth sensing
method according to example embodiments; and

FIG. 11 illustrates a depth sensing method according to
example embodiments.

DETAILED DESCRIPTION

Reference will now be made in detail to embodiments,
examples of which are illustrated in the accompanying draw-
ings, wherein like reference numerals refer to the like ele-
ments throughout. Embodiments are described below to
explain the present disclosure by referring to the figures.

FIG. 1 illustrates a depth sensing apparatus 100 according
to example embodiments.

The depth sensing apparatus 100 may include, for
example, a sensor 110, a controller 120, and a calculator 130.

The sensor 110 may include a pixel having a photodiode to
receive light, for example, an infrared (IR) ray and to generate
a charge, and a column to read a pixel value of the pixel and
to control the pixel.

A configuration of the pixel and the column within the
sensor 110 will be further described below with reference to
FIG. 3.

The controller 120 may perform a functionality of a light
emitting diode (LED) driver by the control of timing for
emitting light, for example, IR ray for active depth value
sensing. The controller 120 may perform a functionality of a
sensor controller that controls the pixel and the column by
reading a charge of a floating diffusion node included in
sensor pixels.

A process of the controller 120 driving light emission of an
IR LED and controlling a sensor pixel will be further
described below with reference to FIG. 4.

The calculator 130 may calculate a depth value of a portion
where light is reflected based on a time of flight (TOF)
according to an active method, that is, a distance between a
depth camera and an object.

According to example embodiments, the controller 120
may eliminate distortion of a depth value occurring due to
background light by controlling the pixel and the column
within the sensor 110, and may thereby prevent pixel satura-
tion. Accordingly, an accuracy of the depth value calculated
by the calculator 130 may be significantly enhanced.

A process of calculating a depth value will be further
described below with reference to Equation 1 through Equa-
tion 3, and FIG. 5 through FIG. 10.
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FIG. 2 illustrates a configuration of a depth camera set
including a depth sensing apparatus according to example
embodiments.

A depth camera 200 may include, for example, an IR LED
201 to emit an IR ray according to a control signal of a
controller 220. The depth camera 200 may further include a
sensor 210 to receive light, for example, the IR ray and the
like, and to generate a charge.

The depth camera 200 may also include a calculator 230 to
calculate a depth value using the charge generated by the
sensor 210.

As shown in FIG. 2, the light received by the sensor 210 of
the depth camera 200 may include a reflected IR, which is an
IR emitted from the IR LED 201 and reflected from an object,
and may also include background light that is generated by
the object itself or is present due to other reasons.

Due to the background light, an error may occur in calcu-
lating the depth value.

Accordingly, a depth sensing apparatus and method
according to example embodiments may eliminate an effect
of the background light.

A depth sensing apparatus and method, according to
example embodiments, may prevent a pixel within the sensor
210 from becoming saturated due to background light and
reflected IR.

In general, a method of eliminating background light using
an active depth camera of a time of flight (TOF) scheme may
include a 4-phase scheme and a 2-phase scheme.

Hereinafter, it is assumed that a single photodiode and two
floating diffusion nodes, for example, a first floating diffusion
node and a second floating diffusion node are included in a
single pixel of the sensor 210.

In the case of the 4-phase scheme, a voltage difference
between zero degrees and 180 degrees may be obtained
through a first measurement, and a voltage difference
between 90 degrees and 270 degrees may be obtained through
a second measurement, from emitted light, for example, by
employing transistors TX0 and TX1 to perform an electric
shutter functionality with respect to two floating diffusion
nodes, respectively.

The 4-phase scheme may eliminate the background light
using a difference between the above-measured voltage val-
ues and may calculate a depth value.

Since the same photodiode corresponds to a single pixel, an
amount of charge occurring due to the background light may
be the same even though signals having the voltage difference
between zero degrees and 180 degrees are measured at each
floating diffusion node.

When the voltage difference between zero degrees and 180
degrees and the voltage difference between 90 degrees and
270 degrees are obtained, the amount of charge occurring due
to the background light may disappear, and a TOF may be
calculated from a remaining amount of charge.

In the case of the 2-phase scheme, a voltage may be mea-
sured to generate a voltage difference between zero degrees
and 180 degrees through the first measurement, and a voltage
using a charge value generated by only an IR LED without
emitting IR may be measured through the second measure-
ment.

When the difference between the first measurement and the
second measurement is used, a TOF between zero degrees
and 180 degrees in which the background light is eliminated
may be obtained.

Even though the depth value may be obtained by eliminat-
ing the background light using the above schemes, a satura-
tion phenomenon may occur due to constraints on a well
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6

capacity of a charge storage node, for example, a floating
diffusion node when the background light is strong.

In this example, a background light strength generated at
each node may be different and thus, a depth may not be
obtained. To prevent the above saturation phenomenon, a
very large full well capacity may need to be provided. How-
ever, the providing of the very large full well capacity may
indicate an increase in an area of a sensor circuit and thus,
there are some constraints.

According to example embodiments, there may be pro-
vided a depth sensing apparatus and method that may elimi-
nate the effect of background light, prevent the saturation
phenomenon, and also maintain a circuit area.

A structure of the pixel and the column will be described
with reference to FIG. 3 and a timing diagram for controlling
the pixel and the column will be described with reference to
FIG. 4.

FIG. 3 illustrates a configuration of a depth sensing pixel
and column unit driven by a depth sensing method according
to example embodiments.

According to example embodiments, even though two stor-
age nodes to store charge are illustrated in a single depth pixel
in the form of floating diffusion nodes, three or more storage
nodes may alternatively be provided.

A photodiode may be configured as a pinned-photodiode
or a photogate, or the like.

In FIG. 3, the structure of the pixel and the column corre-
sponds to an expanded structure of a general 4-transistor (T)
color pixel.

In contrast with the conventional structure, in F1G. 3 a drain
of a reset transistor, where a gate signal is RX, is not con-
nected to a VDD and is instead connected to an output termi-
nal of a correlated double sampling (CDS) amplifier within
the column.

According to example embodiments, two CDS amplifier
circuits are allocated within the column in correspondence to
a single pixel. However, it is only an example and thus, only
a single CDS amplifier circuit may be allocated.

A transistor driven by a BG signal (e.g., a signal whose
voltage is decreased by the background light) may be dis-
posed between column lines connected to both nodes.

FIG. 4 illustrates a signal diagram of the controller 120 of
the depth sensing apparatus 100 to control an IR LED and
various types of transistors within the column or the pixel of
FIG. 3 according to example embodiments.

As shown in the timing diagram, the controller 120 may
classify total control signals into three periods.

A first period corresponds to a reset period (hereinafter,
also referred to as a “first time period”), a second period
corresponds to an integration period (hereinafter, also
referred to as a “second time period”), and a third period
corresponds to a reduction period (hereinafter, also referred
to as a “third time period”).

The circuit diagram of FIG. 3 in the reset period may be
expressed as shown in FIG. 5.

FIG. 5 illustrates a process of resetting floating diffusion
nodes within a sensor pixel for a first time period, that is, a
reset period by a depth sensing method according to example
embodiments.

For the reset period, floating diffusion nodes that are stor-
age nodes on both sides of a pixel may be reset by a column
amplifier by switching on TXn, RX, FBn, and RST signals.

In this example, since the RST signal of the CDS amplifier
is on, an output signal may be V. that is an input of a
positive terminal and both floating diffusion nodes may be
reset to Vgzp.
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When the reset period is terminated, an integration period
may start. The circuit diagram of FIG. 3 in the integration
period may be expressed as shown in FIG. 6.

FIG. 6 illustrates a process of storing voltages of different
phase intervals in floating diffusion nodes within a sensor
pixel for a second time period, that is, an integration period by
a depth sensing method according to example embodiments.

For the integration period, an LED signal may be modu-
lated and thereby light is emitted. For matching synchroniza-
tion with the modulated and emitted LED signal, TX0 and
TX1 signals may be adjusted.

It can be known from FIG. 4 that TX0 has no phase difter-
ence with the LED signal and TX1 has a phase difference of
180 degrees with the LED signal, which is to measure a TOF.

An amount of time where light is reflected and is returned
may differ depending on a distance from an object. Accord-
ingly, voltages of both floating diffusion nodes may decrease
due to a charge generated by light. When voltages decreased
by the reflected light are V,,, and V,,;,,4,, and a voltage
decreased by the background light is V., voltages of two
floating diffusion nodes may be expressed by Equation 1 and
Equation 2.

Vepo=Vrer=Vono—Vig [Equation 1]

Vep1=Vrer—Voniso— Ve [Equation 2]

Due to a charge generated in a single photodiode, the
voltages of the floating diffusion nodes may decrease and
thus, the voltage decreased by the background light may be
the same. The decreased voltage may be determined based on
a distance from an object, an integration time, and a strength
of light.

Accordingly, when the background light is strong, the volt-
age may significantly decrease and thus, the saturation phe-
nomenon may occur. The controller 120 may prevent the
saturation by appropriately adjusting the integration time.

A reduction period may start.

For the reduction period, the effect of background light
may be eliminated in order to calculate a depth value. The
circuit diagram of FIG. 3 in the reduction period may be
expressed as shown in FIG. 7 and FIG. 8.

Referring again to the timing diagram of FIG. 4, a switch
may be configured as shown in FIG. 7 and then may be
configured as shown in FIG. 8.

FIG. 7 illustrates a process of storing a voltage of a first
floating diffusion node within a sensor pixel in a sampling
capacitor for a first part of a third time period, that is, a
reduction period by a depth sensing method according to
example embodiments.

As shown in the switch configuration of FIG. 7, after
switching on an RST signal of a column amplifier, a voltage
of a floating diffusion node storing a phase 0 signal may be
read and the read voltage may be stored in the sampling
capacitor.

FIG. 8 illustrates a process of transferring the voltage of the
first floating diffusion node to a feedback capacitor and then
storing a voltage of a second floating diffusion node within
the sensor pixel in the sampling capacitor for a latter part of
the third time period by a depth sensing method according to
example embodiments.

As shown in the switch configuration of FIG. 8, after
switching off the RST signal and switching on a BG signal, a
phase 180 signal may be read and stored in the sampling
capacitor.

Since an opposite side of the sampling capacitor is con-
nected to a negative terminal of the column amplifier, a
changed amount of charge of a capacitor may be transferred

8

to the feedback capacitor and thus, an output voltage of the
column amplifier may be expressed by Equation 3.

5 (Vrer = Voo — Vig) — [Equation 3]

Vepsour = Verer +
(Vrer = Vpniso — Vig)

= Vrer — (Voo — Vpniso)

19" Ag shown in Equation 3, an output voltage of an amplifier

may be determined based on a difference between the phase 0
signal and the phase 180 signal.

For example, V,,, that is the voltage decreased by the
background light may disappear.

In this example, the depth sensing apparatus 100 may feed
back the output voltage of the amplifier to a first floating
diffusion node, and reset a voltage of a second floating diffu-
sion node to V.~ and then perform the aforementioned inte-
gration period and reduction period. FIG. 4 shows the afore-
mentioned timing diagram.

A voltage level feedback or reset of the floating diffusion
nodes in this example is shown in FIG. 9.

FIG. 9 illustrates a process of repeating the second time
period after the third time period by a depth sensing method
according to example embodiments.

After a reduction period is terminated, an output voltage
may be stored via a reset transistor in the floating diffusion
node where a phase 0 signal is stored, and a V. value may
be stored in a node where a phase 180 signal is stored.

The integration period and the reduction period may be
repeated. For the integration period, voltages of both floating
diffusion nodes may decrease due to light. For the reduction
period, a difference between both values may be calculated
and then a value may be stored through feedback.

When repeating the above process n times, the output volt-
age of the column amplifier may be expressed by Equation 4.
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Vepsour=Verer—1(Vono=Vpniso) [Equation 4]:

40 FIG.10illustrates a case where the second time period and
the third time period are repeated n times by a depth sensing
method according to example embodiments.

Referring to FIG. 10, a difference between a phase 0 signal
and a phase 180 signal is amplified n times and the effect of
background light disappears. A V- value is known and thus,
may be easily subtracted. To calculate a depth value, a differ-
ence between LED and TXn signals may be obtained by
adjusting phases of the LED and TXn signals to be 90 degrees
and 270 degrees according to the aforementioned scheme,
and the depth value may be obtained through the aforemen-
tioned 4-phase scheme.

According to example embodiments, the controller 120
may determine a number n of cycles based on the strength of
background light and may also read values of the floating
diffusion nodes for the second time period corresponding to
the reduction period and compare comparator circuits and
then determine whether to perform a background light elimi-
nation operation.

Accordingly, the depth sensing apparatus 100 may adap-
o tively determine whether to perform the background light
elimination operation according to a background light crite-
rion based on a surrounding environment, and determine
whether to perform the background light elimination opera-
tion by increasing sensitivity.

The depth sensing apparatus 100 may perform the back-
ground light elimination operation differently depending on a
background light criterion for each pixel within a sensor.
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A depth sensing apparatus and method according to
example embodiments may eliminate a charge generated by a
photodiode due to background light, using a reset transistor
within a sensor pixel, a CDS amplifier circuit positioned
within a column, and a BG transistor.

Accordingly, it is possible to prevent saturation of a depth
sensing pixel and to acquire an accurate depth value. Accord-
ingly, it is possible to acquire a depth image with an enhanced
accuracy in both an indoor environment and an outdoor envi-
ronment.

The aforementioned background light elimination and
saturation prevention process according to example embodi-
ments may be used for a depth sensor to measure only a depth
value and a sensor to simultaneously measure a color value
and a depth value.

FIG. 11 illustrates a depth sensing method according to
example embodiments.

In operation 1110, the controller 120 may reset floating
diffusion nodes within a sensor pixel. Operation 1110 may
correspond to a reset period.

In operation 1120, the controller 120 may measure a volt-
age level through light reception. Operation 1120 may corre-
spond to an integration period.

In operation 1130, the calculator 130 may calculate a dif-
ference between voltage levels of the floating diffusion nodes.
Operation 1130 may correspond to a reduction period.

The above process may be repeated n times. The depth
sensing method is described above with reference to FIG. 4
through FIG. 10.

The depth sensing method according to the above-de-
scribed embodiments may be recorded in non-transitory com-
puter-readable media including program instructions to
implement various operations embodied by a computer. The
media may also include, alone or in combination with the
program instructions, data files, data structures, and the like.
Examples of non-transitory computer-readable media
include magnetic media such as hard disks, floppy disks, and
magnetic tape; optical media such as CD ROM disks and
DVDs; magneto-optical media such as optical disks; and
hardware devices that are specially configured to store and
perform program instructions, such as read-only memory
(ROM), random access memory (RAM), flash memory, and
the like.

Examples of program instructions include both machine
code, such as produced by a compiler, and files containing
higher level code that may be executed by the computer using
an interpreter. The described hardware devices may be con-
figured to act as one or more software modules in order to
perform the operations of the above-described embodiments,
or vice versa. Any one or more of the software modules or
units described herein may be executed by a dedicated pro-
cessor unique to that unit or by a processor common to one or
more of the modules. The described methods may be
executed on a general purpose computer or processor or may
be executed on a particular machine such as the depth sensing
apparatus described herein.

Although embodiments have been shown and described, it
would be appreciated by those skilled in the art that changes
may be made in these embodiments without departing from
the principles and spirit of the disclosure, the scope of which
is defined by the claims and their equivalents.

What is claimed is:

1. A depth sensing apparatus, comprising:

a controller to reset, to a reference voltage value, a voltage
of each of a first floating diffusion node and a second
floating diffusion node of a sensor pixel for a first time
period, to control the first floating diffusion node to store
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a voltage of a photodiode in a first phase interval for a
second time period, and to control the second floating
diffusion node to store the voltage of the photodiode in a
second phase interval for the second time period,
wherein a difference between the first phase interval and
the second phase interval is 180 degrees, and wherein,
for the first time period, the controller resets, to the
reference voltage value, the voltage of each of the first
floating diffusion node and the second floating diffusion
node by shorting an output node of a correlated double
sampling (CDS) amplifier of a sensor column from the
first floating diffusion node and the second floating dif-
fusion node; and

a calculator, using one or more processors, to calculate a

difference between the voltage of the first floating dif-
fusion node and the voltage of the second floating dif-
fusion node for a third time period.

2. The depth sensing apparatus of claim 1, wherein, for the
second time period, the controller adjusts a length of the
second time period so that the first floating diffusion node and
the second floating diffusion node are not saturated.

3. The depth sensing apparatus of claim 1, wherein, for the
third time period, the controller stores the voltage of the first
floating diffusion node in a sampling capacitor in a state in
which a CDS amplifier of a sensor column is reset, and then
stores the voltage of the second floating diffusion node in the
sampling capacitor in a state in which the CDS amplifier is not
reset.

4. The depth sensing apparatus of claim 3, wherein the
calculator calculates the difference between the voltage of the
first floating diffusion node and the voltage of the second
floating diffusion node using a voltage feedback from the
CDS amplifier, after the voltage of the second floating diffu-
sion node is stored in the sampling capacitor by the controller.

5. The depth sensing apparatus of claim 4, wherein when
the calculator calculates the difference between the voltage of
the first floating diffusion node and the voltage of the second
floating diffusion node, an effect of background light received
by the photodiode for the second time period is eliminated.

6. The depth sensing apparatus of claim 1, wherein the
photodiode is configured as a pinned photodiode or a photo-
gate.

7. A depth sensing method that utilizes one or more pro-
cessors, the method comprising:

resetting, to a reference voltage value, a voltage of each of

a first floating diffusion node and a second floating dif-
fusion node of a sensor pixel for a first time period,
wherein the resetting comprises resetting, to the refer-
ence voltage value, the voltage of each of the first float-
ing diffusion node and the second floating diffusion
node by shorting an output node of a correlated double
sampling (CDS) amplifier of a sensor column from the
first floating diffusion node and the second floating dif-
fusion node for the first time period;

controlling the first floating diffusion node to store a volt-

age of a photodiode in a first phase interval for a second
time period, and controlling the second floating diffu-
sion node to store the voltage of the photodiode in a
second phase interval for the second time period wherein
a difference between the first phase interval and the
second phase interval is 180 degrees; and

calculating, by the one or more processors, a difference

between the voltage of the first floating diffusion node
and the voltage of the second floating diffusion node for
a third time period.
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8. The depth sensing method of claim 7, further compris-
ing:

adjusting a length of the second time period so that the first
floating diffusion node and the second floating diffusion
node for the second time period are not saturated.

9. The depth sensing method of claim 7, wherein the cal-

culating comprises:

storing the voltage of the first floating diffusion node in a
sampling capacitor in a state where a CDS amplifier of a
sensor column is reset, for the third time period; and

storing the voltage of the second floating diffusion node in
the sampling capacitor in a state where the CDS ampli-
fier is not reset.

10. The depth sensing method of claim 9, wherein the
calculating comprises calculating the difference between the
voltage of the first floating diffusion node and the voltage of
the second floating diffusion node using a voltage feedback
from the CDS amplifier, after the voltage of the second float-
ing diffusion node is stored in the sampling capacitor.

11. The depth sensing method of claim 10, wherein when
the calculating calculates the difference between the voltage
of the first floating diffusion node and the voltage of the
second floating diffusion node, an effect of background light
received by the photodiode for the second time period is
eliminated.

12. The depth sensing method of claim 7, wherein a differ-
ence between the first phase interval and the second phase
interval is 180 degrees.

13. A non-transitory computer-readable medium compris-
ing a program for instructing a computer to perform the
method of claim 7.

14. A depth camera having a depth sensing apparatus, the
camera comprising:

a light emitter to emit light according to a control signal;

a sensor pixel including a photodiode, a first floating dif-
fusion node and a second floating diffusion node;

a controller to reset, to a reference voltage value, a voltage
of'each of'the first floating diffusion node and the second
floating diffusion node for a first time period, to control
the first floating diffusion node to store a voltage of the
photodiode in a first phase interval for a second time
period, and to control the second floating diffusion node
to store the voltage of the photodiode in a second phase
interval for the second time period, wherein a difference
between the first phase interval and the second phase
interval is 180 degrees, and wherein, for the first time
period, the controller resets, to the reference voltage
value, the voltage of each of the first floating diffusion
node and the second floating diffusion node by shorting
an output node of a correlated double sampling (CDS)
amplifier of a sensor column from the first floating dif-
fusion node and the second floating diffusion node; and

a calculator, using one or more processors, to calculate the
depth value by calculating a difference between the volt-
age of the first floating diffusion node and the voltage of
the second floating diffusion node for a third time
period.

15. The depth sensing camera of claim 14, wherein the first
period, the second period, and the third period are consecutive
and correspond respectively to a reset period, an integration
period, and a reduction period.

16. The depth sensing camera of claim 15, wherein after the
reduction period is terminated, an output voltage is stored in
the first floating diffusion node and the reference voltage
value is stored in the second floating diffusion node.

17. A depth sensing method that utilizes one or more pro-
cessors in a depth sensing camera having a light emitter, a
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sensor pixel including a photodiode, a first floating diffusion
node, a second floating diffusion node, and a controller, the
method comprising:

resetting, for a first time period, a voltage of each of the first
floating diffusion node and the second floating diffusion
node, wherein the resetting comprises resetting, to a
reference voltage value, the voltage of each of the first
floating diffusion node and the second floating diffusion
node by shorting an output node of a correlated double
sampling (CDS) amplifier of a sensor column from the
first floating diffusion node and the second floating dif-
fusion node for the first time period;

storing a voltage of the photodiode in a first phase interval
in the first floating diffusion node for a second time
period;

storing the voltage of the photodiode in a second phase
interval in the second floating diffusion node for the
second time period, wherein a difference between the
first phase interval and the second phase interval is 180
degrees;

storing the voltage of the first floating diffusion node in a
sampling capacitor for a first portion of a third time
period;

transferring the voltage of the first floating diffusion node
to a feedback capacitor;

storing the voltage of the second floating diffusion node in
the sampling capacitor for a second portion of the third
time period; and

calculating, by the processor, a difference between the
voltage of the first floating diffusion node and the volt-
age of the second floating diffusion node for the third
time period, thereby eliminating an effect of background
light received by the photodiode.

18. The depth sensing method of claim 17, wherein the first
period, the second period, and the third period are consecutive
and correspond respectively to a reset period, an integration
period, and a reduction period.

19. The depth sensing method of claim 18, wherein after
the reduction period is terminated, an output voltage is stored
in the first floating diffusion node and the reference voltage
value is stored in the second floating diffusion node.

20. A depth camera having a depth sensing apparatus, the
camera comprising:

a light emitter to emit light according to a control signal;

a sensor pixel including a photodiode, a first floating dif-
fusion node and a second floating diffusion node;

a controller to eliminate distortion of a depth value occur-
ring due to background light by controlling timing of
light emitted from the light emitter by way of the control
signal to perform active depth sensing and to control the
sensor pixel by storing voltages of the photodiode at
different phase intervals and at different time periods in
the first and second floating diffusion nodes, wherein the
different phase intervals are between 0 and 180 degrees
or between 90 and 270 degrees, and wherein, for a first
time period, the controller resets, to a reference voltage
value, the voltage of each of the first floating diffusion
node and the second floating diffusion node by shorting
an output node of a correlated double sampling (CDS)
amplifier of a sensor column from the first floating dif-
fusion node and the second floating diffusion node; and

a calculator, using one or more processors, to calculate the
depth value by calculating a difference between a volt-
age of the first floating diffusion node and a voltage of
the second floating diffusion node for a predetermined
time period, thereby eliminating an effect of background
light received by the photodiode.
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